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UNLESS OTHERWISE NOTED, CONSTRUCTION METHODS, MATERIAL REQUIREMENTS AND METHOD OF MEASUREMENT SHALL BE IN ACCORDANCE WITH THE LATEST EDITION OF THE MASSACHUSETTS DEPARTMENT OF TRANSPORTATION (MassDOT) STANDARD SPECIFICATIONS.  ALSO REFERENCE CURRENT MassDOT CONSTRUCTION STANDARD DETAILS.
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GENERAL 1. ALL TEMPORARY TRAFFIC CONTROL MEASURES SHALL CONFORM TO PART VI OF THE MANUAL ON UNIFORM TRAFFIC CONTROL DEVICES (M.U.T.C.D.) 2009 EDITION, SUPPLEMENTALS THERETO, THE STANDARD SPECIFICATIONS, AND THE FOLLOWING NOTES. 2. LANE RESTRICTIONS MAY NOT REMAIN OVERNIGHT OR DURING NON-WORKING HOURS.  AFTER EACH WORKING DAY, TRAFFIC CONTROL DEVICES THAT ARE NOT REQUIRED SHALL BE MOVED OFF THE ROADWAY OR FULL DEPTH CONSTRUCTION AREA AND PLACED SO AS NOT TO IMPEDE PEDESTRIAN AREAS, ABUTTER ACCESS OR CAUSE CONFUSION TO MOTORISTS.  IN CERTAIN CIRCUMSTANCES, AND ONLY WITH THE APPROVAL OF THE TOWN AND THE ENGINEER, CAN LANE RESTRICTIONS REMAIN OVERNIGHT. 3. CONTRACTOR SHALL PROVIDE A SAFE TEMPORARY PEDESTRIAN ACCESS WHERE EXISTING SIDEWALKS OR OTHER PEDESTRIAN AREAS ARE AFFECTED BY CONSTRUCTION WORK.  CONTRACTOR SHALL MAINTAIN ABUTTER ACCESS AT ALL TIMES EXCEPT FOR SHORT PERIODS APPROVED BY THE ENGINEER. 4. CONTRACTOR SHALL PLACE ALL CONSTRUCTION SIGNING, TRAFFIC CONTROL DEVICES AND TEMPORARY PAVEMENT MARKING FOR EACH PHASE PRIOR TO COMMENCEMENT OF CONSTRUCTION. 5. ONE (1) THRU TRAVEL LANE HAVING A MINIMUM WIDTH OF 11'-0" SHALL BE PROVIDED FOR BOTH DIRECTIONS (LANE TO BE SHARED AND DIRECTION OF TRAVEL TO ALTERNATE IN SOME SITUATIONS UNDER POLICE OFFICER CONTROL) DURING ALL PHASES OF CONSTRUCTION AS SHOWN ON THE TEMPORARY TRAFFIC CONTROL PLANS, UNLESS OTHERWISE DIRECTED BY THE ENGINEER. 6. IN THE INTEREST OF PUBLIC SAFETY AND CONVENIENCE, THE TOWN MAY, WHEN WORK INFRINGES UPON THE TRAVELED WAY, RESTRICT THE CONTRACTOR'S WORKING HOURS.
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NOTES: 1) WARM MIX ASPHALT SHALL CONFORM TO THE LATEST VERSION OF THE MassDOT STANDARD SPECIFICATIONS. WARM MIX ASPHALT SHALL CONFORM TO THE LATEST VERSION OF THE MassDOT STANDARD SPECIFICATIONS. 2) WARM MIX ADDITIVES (WMAs) FOR FULL WIDTH ROAD CONSTRUCTION - WMAs SHALL BE ADDED TO THE JOB-MIX WARM MIX ADDITIVES (WMAs) FOR FULL WIDTH ROAD CONSTRUCTION - WMAs SHALL BE ADDED TO THE JOB-MIX FORMULA UNLESS OTHERWISE DIRECTED BY THE ENGINEER. NO OTHER CHANGES SHALL BE MADE IN THE JOB-MIX FORMULA WHEN ADDING WMAs UNLESS REQUIRED BY THE ENGINEER. ONLY WMAs LISTED ON THE NEAUPG QUALIFIED WMA TECHNOLOGIES LIST WILL BE ACCEPTED, AND SHALL BE LIMITED TO CHEMICAL ADDITIVES WHICH ARE CAPABLE OF REDUCING MIXTURE COMPACTION TEMPERATURES BY A MINIMUM OF 50°F. ADDITIVES POSSESSINGANTI-STRIPPING PROPERTIES ARE PREFERRED. 3) BASE COURSE MATERIAL SHALL BE GRAVEL BORROW M1.03.0 TYPE "B" FOR NEW ROADWAY CONSTRUCTION AND BASE COURSE MATERIAL SHALL BE GRAVEL BORROW M1.03.0 TYPE "B" FOR NEW ROADWAY CONSTRUCTION AND SHALL BE EITHER GRAVEL BORROW M1.03.0 TYPE "B" OR RECLAIMED PAVEMENT BORROW M1.09.0. 4) A TACK COAT CONSISTING OF ASPHALT EMULSION TYPE "RS-1" SHALL BE APPLIED OVER THE BINDER COURSE AT A TACK COAT CONSISTING OF ASPHALT EMULSION TYPE "RS-1" SHALL BE APPLIED OVER THE BINDER COURSE AT UNIFORM RATE OF 0.05 GALLONS PER SQUARE YARD IMMEDIATELY PRIOR TO INSTALLATION OF THE TOP COURSE. 5) RECLAMATION DEPTH SHALL BE A MINIMUM OF 12 INCHES. IF BOTTOM OF RECLAMATION IS ABOVE REQUIRED RECLAMATION DEPTH SHALL BE A MINIMUM OF 12 INCHES. IF BOTTOM OF RECLAMATION IS ABOVE REQUIRED SUBGRADE, THE RECLAIMED MATERIAL SHALL BE REMOVED, THE EXISTING SUBGRADE SHALL BE EXCAVATED TO THE REQUIRED SUBGRADE ELEVATION AND RECLAIMED MATERIAL SHALL THEN BE PLACED TO THE REQUIRED GRADES. EXISTING SUBGRADE MAY REMAIN IN PLACE IF IT MEETS THE SPECIFICATION FOR GRAVEL BORROW M1.03.0 TYPE "B". 6) THE DIRECTOR OF ENGINEERING AND/OR THE DIRECTOR OF PUBLIC WORKS HAVE THE RIGHT TO REQUEST THAT A THE DIRECTOR OF ENGINEERING AND/OR THE DIRECTOR OF PUBLIC WORKS HAVE THE RIGHT TO REQUEST THAT A ROADWAY BE DESIGNED PER THE LATEST EDITION OF THE MassDOT PROJECT DEVELOPMENT AND DESIGN GUIDEBOOK.
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AutoCAD SHX Text
FOR TREATMENT OUTSIDE R.O.W. COORDINATE WITH ENGINEER & OBTAIN RIGHTS OF ENTRY

AutoCAD SHX Text
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AutoCAD SHX Text
MEET EXISTING: SAWCUT, TACK & BACKSAND

AutoCAD SHX Text
3'-0" (MIN.)

AutoCAD SHX Text
WC

AutoCAD SHX Text
VARIES

AutoCAD SHX Text
FOR DRIVEWAY CONSTRUCTION, SEE TABLE BELOW

AutoCAD SHX Text
%%UNOTES:

AutoCAD SHX Text
FOR PLAN, SEE DRAWING RS.10. FOR CEMENT CONCRETE SIDEWALK SEE DRAWING RS.11.
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1.

AutoCAD SHX Text
2.

AutoCAD SHX Text
AUGUST 2015

AutoCAD SHX Text
NTS

AutoCAD SHX Text
UNLESS OTHERWISE NOTED, CONSTRUCTION METHODS, MATERIAL REQUIREMENTS AND METHOD OF MEASUREMENT SHALL BE IN ACCORDANCE WITH THE LATEST EDITION OF THE MASSACHUSETTS DEPARTMENT OF TRANSPORTATION (MassDOT) STANDARD SPECIFICATIONS.  ALSO REFERENCE CURRENT MassDOT CONSTRUCTION STANDARD DETAILS.
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HOT MIX ASPHALT SIDEWALK THROUGH DRIVEWAY

AutoCAD SHX Text
HOT MIX ASPHALT CURB - TYPE 3
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RS.10

AutoCAD SHX Text
FOR SECTION, SEE DRAWING RS.09. TRANSITION AREA TO BE HAND PLACED HMA, GRADED TO TRANSITION FROM CURB SECTION TO DRIVEWAY SECTION.  SLOPE OF TRANSITION AREA PARALLEL TO GUTTERLINE IS NOT TO EXCEED 7.5%. SEE DETAIL RS.14.
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%%UNOTES:

AutoCAD SHX Text
3-1/2" HOT MIX ASPHALT (1-1/2" TOP COURSE MATERIAL OVER 2" BINDER COURSE MATERIAL) 8" GRAVEL BORROW (TYPE "B")
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SUBBASE:

AutoCAD SHX Text
SURFACE:
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DRIVEWAY APRON CONSTRUCTION
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L

AutoCAD SHX Text
C DRIVE
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16'-0" (NEW) OR VARIES TO MEET EXISTING
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RESIDENTIAL DRIVEWAYS
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GUTTERLINE
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TYPE 3 HMA CURB
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4'-0" (MIN.)
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3'-0" (MIN.)
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1.5%
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1.5%
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1.5%
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TRANSITION AREA (TYP.)
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LOW SIDE TRANSITION (6'-6" MIN.)
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END CURB
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END CURB
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1.
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2.
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5% to 15%*

AutoCAD SHX Text
AUGUST 2015

AutoCAD SHX Text
NTS

AutoCAD SHX Text
UNLESS OTHERWISE NOTED, CONSTRUCTION METHODS, MATERIAL REQUIREMENTS AND METHOD OF MEASUREMENT SHALL BE IN ACCORDANCE WITH THE LATEST EDITION OF THE MASSACHUSETTS DEPARTMENT OF TRANSPORTATION (MassDOT) STANDARD SPECIFICATIONS.  ALSO REFERENCE CURRENT MassDOT CONSTRUCTION STANDARD DETAILS.
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 CEMENT CONCRETE SIDEWALK THROUGH DRIVEWAYS
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NO CURB RETURNS
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RS.11

AutoCAD SHX Text
EDGE OF ROADWAY

AutoCAD SHX Text
1" LIP

AutoCAD SHX Text
W

AutoCAD SHX Text
A

AutoCAD SHX Text
A

AutoCAD SHX Text
HIGH SIDE TRANSITION (SEE DETAIL RS.14)

AutoCAD SHX Text
RESIDENTIAL DRIVEWAYS: 16'-0" (NEW) OR VARIES TO MEET EXISTING

AutoCAD SHX Text
LOW SIDE TRANSITION (6'-6" MIN.)
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6" CURB REVEAL

AutoCAD SHX Text
3'-0" (MIN.)

AutoCAD SHX Text
1.5%* CROSS SLOPE
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AutoCAD SHX Text
SLOPE

AutoCAD SHX Text
4'-5" (MIN.)

AutoCAD SHX Text
7.5%*

AutoCAD SHX Text
7.5%*

AutoCAD SHX Text
DRIVEWAYS SHALL BE CONSTRUCTED IN CONFORMANCE WITH THE CURRENT REGULATIONS OF THE ARCHITECTURAL ACCESS BOARD, THE AMERICANS WITH DISABILITIES ACT AND THE CURRENT MassDOT CONSTRUCTION STANDARDS.

AutoCAD SHX Text
W = SIDEWALK WIDTH * = TOLERANCE FOR CONSTRUCTION ±0.5%

AutoCAD SHX Text
AUGUST 2015

AutoCAD SHX Text
NTS

AutoCAD SHX Text
UNLESS OTHERWISE NOTED, CONSTRUCTION METHODS, MATERIAL REQUIREMENTS AND METHOD OF MEASUREMENT SHALL BE IN ACCORDANCE WITH THE LATEST EDITION OF THE MASSACHUSETTS DEPARTMENT OF TRANSPORTATION (MassDOT) STANDARD SPECIFICATIONS.  ALSO REFERENCE CURRENT MassDOT CONSTRUCTION STANDARD DETAILS.
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ROADWAY

AutoCAD SHX Text
SEE DETAILS RS.15-RS.17 FOR SIDEWALK CONSTRUCTION
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SUBBASE

AutoCAD SHX Text
SURFACE
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AutoCAD SHX Text
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3'-3" (MIN.)
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%%USECTION A-A

AutoCAD SHX Text
CONCRETE WHEELCHAIR RAMPS

AutoCAD SHX Text
RS.12
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EDGE OF ROADWAY

AutoCAD SHX Text
W

AutoCAD SHX Text
A

AutoCAD SHX Text
A

AutoCAD SHX Text
HIGH SIDE TRANSITION (SEE RS.14)

AutoCAD SHX Text
5'-0" MIN

AutoCAD SHX Text
LOW SIDE TRANSITION (6'-6" MIN.)
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6" CURB REVEAL
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1.5%* CROSS SLOPE
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7.5%*
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7.5%*
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4'-0" (MIN.)
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LEVEL LANDING
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1.5%*
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ROADWAY
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SIDEWALKS SHALL BE CONSTRUCTED IN CONFORMANCE WITH THE CURRENT REGULATIONS OF THE ARCHITECTURAL ACCESS BOARD, THE AMERICANS WITH DISABILITIES ACT AND THE CURRENT MassDOT CONSTRUCTION STANDARDS.
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LEGEND W = SIDEWALK WIDTH Wc = CURB WIDTH * = TOLERANCE FOR CONSTRUCTION ±0.5%- USABLE SIDEWALK WIDTH PER AAB = W-Wc - USABLE SIDEWALK WIDTH PER AAB IS NOT TO   BE LESS THAN 4'-0"

AutoCAD SHX Text
SEE DETAIL RS.15 FOR SIDEWALK CONSTRUCTION
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AutoCAD SHX Text
7.5% SLOPE(MAX)
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24"

AutoCAD SHX Text
DECTECTABLE WARNING PANEL

AutoCAD SHX Text
DETECTABLE WARNING PANEL

AutoCAD SHX Text
AUGUST 2015

AutoCAD SHX Text
NTS

AutoCAD SHX Text
UNLESS OTHERWISE NOTED, CONSTRUCTION METHODS, MATERIAL REQUIREMENTS AND METHOD OF MEASUREMENT SHALL BE IN ACCORDANCE WITH THE LATEST EDITION OF THE MASSACHUSETTS DEPARTMENT OF TRANSPORTATION (MassDOT) STANDARD SPECIFICATIONS.  ALSO REFERENCE CURRENT MassDOT CONSTRUCTION STANDARD DETAILS.
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NTS

AutoCAD SHX Text
UNLESS OTHERWISE NOTED, CONSTRUCTION METHODS, MATERIAL REQUIREMENTS AND METHOD OF MEASUREMENT SHALL BE IN ACCORDANCE WITH THE LATEST EDITION OF THE MASSACHUSETTS DEPARTMENT OF TRANSPORTATION (MassDOT) STANDARD SPECIFICATIONS.  ALSO REFERENCE CURRENT MassDOT CONSTRUCTION STANDARD DETAILS.
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UNLESS OTHERWISE NOTED, CONSTRUCTION METHODS, MATERIAL REQUIREMENTS AND METHOD OF MEASUREMENT SHALL BE IN ACCORDANCE WITH THE LATEST EDITION OF THE MASSACHUSETTS DEPARTMENT OF TRANSPORTATION (MassDOT) STANDARD SPECIFICATIONS.  ALSO REFERENCE CURRENT MassDOT CONSTRUCTION STANDARD DETAILS.



DEDHAM DPW
DESIGN & CONSTRUCTION STANDARDS

SCALE: DATE OF ISSUE:

REVISED:

DETAIL NUMBER:

AutoCAD SHX Text
HOT MIX ASPHALT OR CEMENT CONCRETE SIDEWALK

AutoCAD SHX Text
RS.15

AutoCAD SHX Text
NOTE:

AutoCAD SHX Text
COMPACTED SUBGRADE

AutoCAD SHX Text
FINISH GRADE

AutoCAD SHX Text
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HOT MIX ASPHALT SIDEWALK
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AutoCAD SHX Text
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UNLESS OTHERWISE NOTED, CONSTRUCTION METHODS, MATERIAL REQUIREMENTS AND METHOD OF MEASUREMENT SHALL BE IN ACCORDANCE WITH THE LATEST EDITION OF THE MASSACHUSETTS DEPARTMENT OF TRANSPORTATION (MassDOT) STANDARD SPECIFICATIONS.  ALSO REFERENCE CURRENT MassDOT CONSTRUCTION STANDARD DETAILS.
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AutoCAD SHX Text
* -
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NTS
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UNLESS OTHERWISE NOTED, CONSTRUCTION METHODS, MATERIAL REQUIREMENTS AND METHOD OF MEASUREMENT SHALL BE IN ACCORDANCE WITH THE LATEST EDITION OF THE MASSACHUSETTS DEPARTMENT OF TRANSPORTATION (MassDOT) STANDARD SPECIFICATIONS.  ALSO REFERENCE CURRENT MassDOT CONSTRUCTION STANDARD DETAILS.
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AutoCAD SHX Text
BINDER COURSE

AutoCAD SHX Text
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VERTICAL GRANITE CURB
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JANUARY 2017
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RS.19
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AutoCAD SHX Text
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AutoCAD SHX Text
6" TYP.
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AutoCAD SHX Text
FINISH GRADE, TREATMENT VARIES

AutoCAD SHX Text
6" MIN.

AutoCAD SHX Text
FOR PAVEMENT CONSTRUCTION SEE RS.01

AutoCAD SHX Text
AUGUST 2015
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NTS
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UNLESS OTHERWISE NOTED, CONSTRUCTION METHODS, MATERIAL REQUIREMENTS AND METHOD OF MEASUREMENT SHALL BE IN ACCORDANCE WITH THE LATEST EDITION OF THE MASSACHUSETTS DEPARTMENT OF TRANSPORTATION (MassDOT) STANDARD SPECIFICATIONS.  ALSO REFERENCE CURRENT MassDOT CONSTRUCTION STANDARD DETAILS.
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JANUARY 2017
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DEDHAM DPW
DESIGN & CONSTRUCTION STANDARDS

SCALE: DATE OF ISSUE:

REVISED:

DETAIL NUMBER:

AutoCAD SHX Text
GRANITE CURB

AutoCAD SHX Text
GRANITE EDGING

AutoCAD SHX Text
SLOPED

AutoCAD SHX Text
4"

AutoCAD SHX Text
6'-0" TRANSITION 

AutoCAD SHX Text
GUTTER LINE

AutoCAD SHX Text
CURB OR INLET

AutoCAD SHX Text
VERTICAL GRANITE

AutoCAD SHX Text
TRANSITION STONE

AutoCAD SHX Text
GRANITE CURB TO SLOPED EDGING TRANSITION

AutoCAD SHX Text
RS.21

AutoCAD SHX Text
6"

AutoCAD SHX Text
AUGUST 2015

AutoCAD SHX Text
NTS

AutoCAD SHX Text
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APPLY TACK COAT OF RS-1 EMULSION TO SURFACE OF EXISTING PAVEMENT PRIOR TO THE PLACEMENT OF THE NEW HOT MIX ASPHALT CURB

AutoCAD SHX Text
ASPHALT SIDEWALK (UNLESS OTHERWISE SPECIFIED BY DEDHAM DPW)

AutoCAD SHX Text
8"

AutoCAD SHX Text
R=1"

AutoCAD SHX Text
6"

AutoCAD SHX Text
2"

AutoCAD SHX Text
2"

AutoCAD SHX Text
TYPE 3 HMA CURB (SEE DETAIL BELOW)

AutoCAD SHX Text
4"

AutoCAD SHX Text
1' - 0"

AutoCAD SHX Text
6" (TYP.)

AutoCAD SHX Text
AUGUST 2015

AutoCAD SHX Text
NTS

AutoCAD SHX Text
UNLESS OTHERWISE NOTED, CONSTRUCTION METHODS, MATERIAL REQUIREMENTS AND METHOD OF MEASUREMENT SHALL BE IN ACCORDANCE WITH THE LATEST EDITION OF THE MASSACHUSETTS DEPARTMENT OF TRANSPORTATION (MassDOT) STANDARD SPECIFICATIONS.  ALSO REFERENCE CURRENT MassDOT CONSTRUCTION STANDARD DETAILS.



DEDHAM DPW
DESIGN & CONSTRUCTION STANDARDS

SCALE: DATE OF ISSUE:

REVISED:

DETAIL NUMBER:

AutoCAD SHX Text
ISLAND CONSTRUCTION

AutoCAD SHX Text
TRAFFIC ISLAND - VERTICAL CURBING

AutoCAD SHX Text
RS.24

AutoCAD SHX Text
GRANITE CURB TYPE VA4 (INSTALL PER DETAIL RS.19)

AutoCAD SHX Text
ISLAND CONSTRUCTION (SEE TABLE BELOW)

AutoCAD SHX Text
PAVEMENT OVERLAY

AutoCAD SHX Text
6" MIN.

AutoCAD SHX Text
6" MIN.

AutoCAD SHX Text
6" TYP.

AutoCAD SHX Text
HIGH EARLY STRENGTH CEMENT CONCRETE

AutoCAD SHX Text
GRAVEL BORROW

AutoCAD SHX Text
EXCAVATE EXISTING ASPHALT PAVEMENT TO BASECOURSE & BACKFILL WITH GRAVEL

AutoCAD SHX Text
NEW ISLAND

AutoCAD SHX Text
(WIDTH VARIES)

AutoCAD SHX Text
SAWCUT LINE

AutoCAD SHX Text
CONSTRUCTION

AutoCAD SHX Text
CEMENT CONCRETE

AutoCAD SHX Text
2.5" HOT MIX ASPHALT (1.25" TOP COURSE MATERIAL OVER 1.25" BINDER COURSE MATERIAL) 8" GRAVEL BORROW (TYPE "B")

AutoCAD SHX Text
HOT MIX ASPHALT

AutoCAD SHX Text
SURFACE:

AutoCAD SHX Text
BASECOURSE:

AutoCAD SHX Text
4" CEMENT CONCRETE (4000 PSI, 3/4", 610)  8" GRAVEL BORROW (TYPE "B")

AutoCAD SHX Text
EXISTING PAVEMENT BOX

AutoCAD SHX Text
AUGUST 2015

AutoCAD SHX Text
NTS

AutoCAD SHX Text
UNLESS OTHERWISE NOTED, CONSTRUCTION METHODS, MATERIAL REQUIREMENTS AND METHOD OF MEASUREMENT SHALL BE IN ACCORDANCE WITH THE LATEST EDITION OF THE MASSACHUSETTS DEPARTMENT OF TRANSPORTATION (MassDOT) STANDARD SPECIFICATIONS.  ALSO REFERENCE CURRENT MassDOT CONSTRUCTION STANDARD DETAILS.
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AutoCAD SHX Text
TRAFFIC ISLAND - SLOPED EDGING

AutoCAD SHX Text
RS.25

AutoCAD SHX Text
4" CEMENT CONCRETE (4000 PSI, 3/4", 610)  8" GRAVEL BORROW (TYPE "B")

AutoCAD SHX Text
BASECOURSE:

AutoCAD SHX Text
SURFACE:

AutoCAD SHX Text
HOT MIX ASPHALT

AutoCAD SHX Text
2.5" HOT MIX ASPHALT (1.25" TOP COURSE MATERIAL OVER 1.25" BINDER COURSE MATERIAL) 8" GRAVEL BORROW (TYPE "B")

AutoCAD SHX Text
CEMENT CONCRETE

AutoCAD SHX Text
CONSTRUCTION

AutoCAD SHX Text
ISLAND CONSTRUCTION

AutoCAD SHX Text
(WIDTH VARIES)

AutoCAD SHX Text
NEW ISLAND

AutoCAD SHX Text
EXCAVATE EXISTING ASPHALT PAVEMENT TO BASECOURSE & BACKFILL WITH GRAVEL

AutoCAD SHX Text
GRAVEL BORROW

AutoCAD SHX Text
HIGH EARLY STRENGTH CEMENT CONCRETE

AutoCAD SHX Text
6" MIN.

AutoCAD SHX Text
6" MIN.

AutoCAD SHX Text
PAVEMENT OVERLAY

AutoCAD SHX Text
ISLAND CONSTRUCTION (SEE TABLE BELOW)

AutoCAD SHX Text
SLOPED GRANITE EDGING TYPE SA (INSTALL PER DETAIL RS.20)

AutoCAD SHX Text
SAWCUT LINE

AutoCAD SHX Text
6" TYP.

AutoCAD SHX Text
EXISTING PAVEMENT BOX

AutoCAD SHX Text
AUGUST 2015

AutoCAD SHX Text
NTS

AutoCAD SHX Text
UNLESS OTHERWISE NOTED, CONSTRUCTION METHODS, MATERIAL REQUIREMENTS AND METHOD OF MEASUREMENT SHALL BE IN ACCORDANCE WITH THE LATEST EDITION OF THE MASSACHUSETTS DEPARTMENT OF TRANSPORTATION (MassDOT) STANDARD SPECIFICATIONS.  ALSO REFERENCE CURRENT MassDOT CONSTRUCTION STANDARD DETAILS.
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AutoCAD SHX Text
RAISED PLANTING ISLAND

AutoCAD SHX Text
RS.26

AutoCAD SHX Text
GRANITE CURB TYPE VA4 (INSTALL PER DETAIL RS.19)

AutoCAD SHX Text
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AutoCAD SHX Text
RAISED PLANTING ISLAND

AutoCAD SHX Text
GRANITE CURB TYPE VA4 

AutoCAD SHX Text
12"

AutoCAD SHX Text
12"

AutoCAD SHX Text
6" (TYP.)

AutoCAD SHX Text
6" (TYP.)

AutoCAD SHX Text
6" (TYP.)

AutoCAD SHX Text
SAWCUT LINE

AutoCAD SHX Text
SAWCUT LINE

AutoCAD SHX Text
6" LOAM BORROW

AutoCAD SHX Text
4" AGED PINE BARK MULCH

AutoCAD SHX Text
PROPOSED PAVEMENT BOX (SEE DETAILS RS.01)

AutoCAD SHX Text
HIGH EARLY STRENGTH CEMENT CONCRETE (TYP.)

AutoCAD SHX Text
GRAVEL BORROW

AutoCAD SHX Text
COMPACTED SUBGRADE

AutoCAD SHX Text
1" (TYP.)

AutoCAD SHX Text
AUGUST 2015

AutoCAD SHX Text
NTS

AutoCAD SHX Text
UNLESS OTHERWISE NOTED, CONSTRUCTION METHODS, MATERIAL REQUIREMENTS AND METHOD OF MEASUREMENT SHALL BE IN ACCORDANCE WITH THE LATEST EDITION OF THE MASSACHUSETTS DEPARTMENT OF TRANSPORTATION (MassDOT) STANDARD SPECIFICATIONS.  ALSO REFERENCE CURRENT MassDOT CONSTRUCTION STANDARD DETAILS.
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ISLAND REMOVAL
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RS.27

AutoCAD SHX Text
REMOVE EXISTING ISLAND AND
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SHELF
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12"

AutoCAD SHX Text
12"
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SAWCUT LINE

AutoCAD SHX Text
SAWCUT LINE
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REMOVE EXISTING PAVEMENT
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SHELF
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TACK JOINT (TYP.)

AutoCAD SHX Text
EDGE OF TRENCH
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FOR PAVEMENT CONSTRUCTION SEE RS.01
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COMPACT EXISTING SUBGRADE
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AUGUST 2015
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NTS
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UNLESS OTHERWISE NOTED, CONSTRUCTION METHODS, MATERIAL REQUIREMENTS AND METHOD OF MEASUREMENT SHALL BE IN ACCORDANCE WITH THE LATEST EDITION OF THE MASSACHUSETTS DEPARTMENT OF TRANSPORTATION (MassDOT) STANDARD SPECIFICATIONS.  ALSO REFERENCE CURRENT MassDOT CONSTRUCTION STANDARD DETAILS.



DEDHAM DPW
DESIGN & CONSTRUCTION STANDARDS

SCALE: DATE OF ISSUE:

REVISED:

DETAIL NUMBER:

AutoCAD SHX Text
STEEL 'W' BEAM HIGHWAY GUARD (SINGLE FACED)

AutoCAD SHX Text
VERTICAL GRAN. CURB OR ASPHALT CURB

AutoCAD SHX Text
RS.28

AutoCAD SHX Text
3.

AutoCAD SHX Text
2.

AutoCAD SHX Text
ALL GUARDRAIL SHALL BE INSTALLED IN ACCORDANCE WITH THE LATEST MassDOT CONSTRUCTION STANDARDS. GUARDRAIL SHALL BE GALVANIZED STEEL 'W' BEAM HIGHWAY GUARD WITH GALVANIZED STEEL POSTS OR COR-TEN WEATHERING STEEL BEAM HIGHWAY GUARD WITH TREATED WOOD POSTS.  THE TYPE OF GUARDRAIL TO BE USED WILL BE SPECIFIED BY THE DEDHAM DPW. REGARDLESS OF POST TYPE USED, WHERE FULL 3'-3" OFFSET TO THE INTERSECTION OF TANGENTS (IT) IS NOT FEASIBLE DUE TO SITE CONSTRAINTS, THE POST LENGTH SHALL BE INCREASED TO 8'-0".
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%%UNOTES:
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CHANNELIZED WOOD BLOCKOUT

AutoCAD SHX Text
6'-6"
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AutoCAD SHX Text
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AutoCAD SHX Text
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AutoCAD SHX Text
PROP. W6x9 STEEL POST (6'-3" O.C., TYP.)
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2'-4 "±1"34"±1"
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1'-9 "±1"58"±1"
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3'-3"
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STEEL POST SHOWN
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AUGUST 2015
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NTS
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UNLESS OTHERWISE NOTED, CONSTRUCTION METHODS, MATERIAL REQUIREMENTS AND METHOD OF MEASUREMENT SHALL BE IN ACCORDANCE WITH THE LATEST EDITION OF THE MASSACHUSETTS DEPARTMENT OF TRANSPORTATION (MassDOT) STANDARD SPECIFICATIONS.  ALSO REFERENCE CURRENT MassDOT CONSTRUCTION STANDARD DETAILS.
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AutoCAD SHX Text
ALL GUARDRAIL SHALL BE INSTALLED IN ACCORDANCE WITH THE LATEST MassDOT CONSTRUCTION STANDARDS. GUARDRAIL SHALL BE GALVANIZED STEEL 'W' BEAM HIGHWAY GUARD WITH GALVANIZED STEEL POSTS OR COR-TEN WEATHERING STEEL BEAM HIGHWAY GUARD WITH TREATED WOOD POSTS.  THE TYPE OF GUARDRAIL TO BE USED WILL BE SPECIFIED BY THE DEDHAM DPW. REGARDLESS OF POST TYPE USED, WHERE FULL 3'-3" OFFSET TO THE INTERSECTION OF TANGENTS (IT) IS NOT FEASIBLE DUE TO SITE CONSTRAINTS, THE POST LENGTH SHALL BE INCREASED TO 8'-0".
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STEEL 'W' BEAM HIGHWAY GUARD (SINGLE FACED)
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3'-3"

AutoCAD SHX Text
1'-9 "±1"58"±1"

AutoCAD SHX Text
2'-4 "±1"34"±1"

AutoCAD SHX Text
PROP. W6x9 STEEL POST (6'-3" O.C., TYP.)
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6" LOAM  BORROW & SEED
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2:1 MAX.
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HMA BERM - TYPE "A" (INSTALL PER DETAIL RS.22)

AutoCAD SHX Text
ROUND WITH 2' TANGENTS

AutoCAD SHX Text
IT
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LEVEL
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6'-6"

AutoCAD SHX Text
CHANNELIZED WOOD BLOCKOUT
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STEEL POST SHOWN

AutoCAD SHX Text
1'-0"

AutoCAD SHX Text
EDGE  OF  SHOULDER

AutoCAD SHX Text
3.

AutoCAD SHX Text
2.

AutoCAD SHX Text
1.

AutoCAD SHX Text
%%UNOTES:

AutoCAD SHX Text
AUGUST 2015

AutoCAD SHX Text
NTS

AutoCAD SHX Text
UNLESS OTHERWISE NOTED, CONSTRUCTION METHODS, MATERIAL REQUIREMENTS AND METHOD OF MEASUREMENT SHALL BE IN ACCORDANCE WITH THE LATEST EDITION OF THE MASSACHUSETTS DEPARTMENT OF TRANSPORTATION (MassDOT) STANDARD SPECIFICATIONS.  ALSO REFERENCE CURRENT MassDOT CONSTRUCTION STANDARD DETAILS.
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AutoCAD SHX Text
STEEL 'W' BEAM HIGHWAY GUARD (SINGLE FACED)

AutoCAD SHX Text
SLOPED GRANITE EDGING

AutoCAD SHX Text
RS.30

AutoCAD SHX Text
EDGE  OF  SHOULDER
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7"%%P

AutoCAD SHX Text
STEEL POST SHOWN

AutoCAD SHX Text
CHANNELIZED WOOD BLOCKOUT

AutoCAD SHX Text
6'-6"

AutoCAD SHX Text
IT

AutoCAD SHX Text
LEVEL

AutoCAD SHX Text
ROUND WITH 2' TANGENTS

AutoCAD SHX Text
SLOPED GRANITE EDGING (INSTALL PER DETAIL RS.20)

AutoCAD SHX Text
2:1 MAX.

AutoCAD SHX Text
6" LOAM  BORROW & SEED

AutoCAD SHX Text
PROP. W6x9 STEEL POST (6'-3" O.C., TYP.)

AutoCAD SHX Text
2'-4 "±1"34"±1"

AutoCAD SHX Text
1'-9 "±1"58"±1"

AutoCAD SHX Text
3'-3"

AutoCAD SHX Text
3.

AutoCAD SHX Text
2.

AutoCAD SHX Text
ALL GUARDRAIL SHALL BE INSTALLED IN ACCORDANCE WITH THE LATEST MassDOT CONSTRUCTION STANDARDS. GUARDRAIL SHALL BE GALVANIZED STEEL 'W' BEAM HIGHWAY GUARD WITH GALVANIZED STEEL POSTS OR COR-TEN WEATHERING STEEL BEAM HIGHWAY GUARD WITH TREATED WOOD POSTS.  THE TYPE OF GUARDRAIL TO BE USED WILL BE SPECIFIED BY THE DEDHAM DPW. REGARDLESS OF POST TYPE USED, WHERE FULL 3'-3" OFFSET TO THE INTERSECTION OF TANGENTS (IT) IS NOT FEASIBLE DUE TO SITE CONSTRAINTS, THE POST LENGTH SHALL BE INCREASED TO 8'-0".

AutoCAD SHX Text
1.

AutoCAD SHX Text
%%UNOTES:

AutoCAD SHX Text
AUGUST 2015

AutoCAD SHX Text
NTS

AutoCAD SHX Text
UNLESS OTHERWISE NOTED, CONSTRUCTION METHODS, MATERIAL REQUIREMENTS AND METHOD OF MEASUREMENT SHALL BE IN ACCORDANCE WITH THE LATEST EDITION OF THE MASSACHUSETTS DEPARTMENT OF TRANSPORTATION (MassDOT) STANDARD SPECIFICATIONS.  ALSO REFERENCE CURRENT MassDOT CONSTRUCTION STANDARD DETAILS.
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AutoCAD SHX Text
RIPRAP SLOPE

AutoCAD SHX Text
RS.31

AutoCAD SHX Text
GRANITE CURB TYPE VA4 (INSTALL PER DETAIL RS.19)

AutoCAD SHX Text
STEEL 'W' BEAM HIGHWAY GUARD (SEE NOTE 5)

AutoCAD SHX Text
2' RIPRAP

AutoCAD SHX Text
6" -  " CRUSHED STONE34" CRUSHED STONE

AutoCAD SHX Text
GEOTEXTILE FABRIC FOR SEPARATION

AutoCAD SHX Text
2'

AutoCAD SHX Text
2' TOE

AutoCAD SHX Text
EXIST. GROUND

AutoCAD SHX Text
1.5:1 (MAX.)

AutoCAD SHX Text
4.

AutoCAD SHX Text
3.

AutoCAD SHX Text
2.

AutoCAD SHX Text
SLOPES STEEPER THAN 1.5:1 REQUIRE DESIGN BY GEOTECHNICAL ENGINEER REGISTERED IN THE COMMONWEALTH OF MASSACHUSETTS. GEOTEXTILE FABRIC TO CONFORM TO AASHTO M 288. CRUSHED STONE TO CONFORM TO MASSHIGHWAY M.2.01.4. RIPRAP TO CONFORM TO MASSHIGHWAY M2.02.0. GUARDRAIL IS REQUIRED FOR ALL RIPRAP SLOPES ADJACENT TO TO ROADWAY.  DEPENDING ON PRESENCE AND TYPE OF CURBING, INSTALL GUARDRAIL PER DETAIL RS.28, RS.29 RS.30.

AutoCAD SHX Text
1.

AutoCAD SHX Text
%%UNOTES:

AutoCAD SHX Text
5.

AutoCAD SHX Text
AUGUST 2015

AutoCAD SHX Text
NTS

AutoCAD SHX Text
UNLESS OTHERWISE NOTED, CONSTRUCTION METHODS, MATERIAL REQUIREMENTS AND METHOD OF MEASUREMENT SHALL BE IN ACCORDANCE WITH THE LATEST EDITION OF THE MASSACHUSETTS DEPARTMENT OF TRANSPORTATION (MassDOT) STANDARD SPECIFICATIONS.  ALSO REFERENCE CURRENT MassDOT CONSTRUCTION STANDARD DETAILS.
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AutoCAD SHX Text
1 "34"

AutoCAD SHX Text
6"

AutoCAD SHX Text
SCORED CONCRETE PAVEMENT

AutoCAD SHX Text
RS.32

AutoCAD SHX Text
CONTRACTION JOINT 20' O.C. MAX.

AutoCAD SHX Text
BEVEL TO MEET  PAVEMENT (TYP.)

AutoCAD SHX Text
PAVEMENT

AutoCAD SHX Text
2'-0" (MIN.)

AutoCAD SHX Text
5,000 PSI,  " 705 WHITE 34" 705 WHITE CEMENT CONCRETE

AutoCAD SHX Text
GRAVEL

AutoCAD SHX Text
6"

AutoCAD SHX Text
6"

AutoCAD SHX Text
CONTRACTION JOINT (SEE DETAIL BELOW)

AutoCAD SHX Text
7"

AutoCAD SHX Text
1"

AutoCAD SHX Text
4 "12"

AutoCAD SHX Text
2 "14"

AutoCAD SHX Text
BEVEL ENDS

AutoCAD SHX Text
38"

AutoCAD SHX Text
12"

AutoCAD SHX Text
3.

AutoCAD SHX Text
2.

AutoCAD SHX Text
CONTRACTION JOINTS ARE TO BE PLACED AT A MAXIMUM OF 20 FEET APART. JOINTS SHALL BE SAWN IN THE DEPRESSIONS AS SHOWN IN THE DETAIL AND IN ACCORDANCE WITH THE LATEST MassDOT SPECIFICATIONS. END OF CORRUGATED RIDGES TO BE BEVELED WITH APPROPRIATE TOOL FOR UNIFORM SIZE AND SHAPE.  HAND SCORING IS NOT ACCEPTABLE. DEPTH OF GRAVEL TO BE SUCH THAT ITS BOTTOM LINE MEETS THE BOTTOM OF THE GRAVEL OF THE CONTIGUOUS PAVEMENT.

AutoCAD SHX Text
1.

AutoCAD SHX Text
%%UNOTES:

AutoCAD SHX Text
4.

AutoCAD SHX Text
AUGUST 2015

AutoCAD SHX Text
NTS

AutoCAD SHX Text
UNLESS OTHERWISE NOTED, CONSTRUCTION METHODS, MATERIAL REQUIREMENTS AND METHOD OF MEASUREMENT SHALL BE IN ACCORDANCE WITH THE LATEST EDITION OF THE MASSACHUSETTS DEPARTMENT OF TRANSPORTATION (MassDOT) STANDARD SPECIFICATIONS.  ALSO REFERENCE CURRENT MassDOT CONSTRUCTION STANDARD DETAILS.
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AutoCAD SHX Text
AUGUST 2015

AutoCAD SHX Text
NTS

AutoCAD SHX Text
UNLESS OTHERWISE NOTED, CONSTRUCTION METHODS, MATERIAL REQUIREMENTS AND METHOD OF MEASUREMENT SHALL BE IN ACCORDANCE WITH THE LATEST EDITION OF THE MASSACHUSETTS DEPARTMENT OF TRANSPORTATION (MassDOT) STANDARD SPECIFICATIONS.  ALSO REFERENCE CURRENT MassDOT CONSTRUCTION STANDARD DETAILS.
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SHALLOW EXCAVATION IN ASPHALT PAVEMENT

AutoCAD SHX Text
42" DEPTH OR LESS

AutoCAD SHX Text
RS.33

AutoCAD SHX Text
COMPACTION REQUIRED

AutoCAD SHX Text
AFTER NEW BASE COURSE

AutoCAD SHX Text
IS PLACED AND COMPACTED

AutoCAD SHX Text
EXIST. ASPHALT

AutoCAD SHX Text
CONCRETE

AutoCAD SHX Text
EXIST. BASE

AutoCAD SHX Text
EXIST. SUBBASE

AutoCAD SHX Text
BASE COURSE

AutoCAD SHX Text
WEARING COURSE

AutoCAD SHX Text
BINDER COURSE

AutoCAD SHX Text
INITIAL CUT (TYP.)

AutoCAD SHX Text
SECOND CUT (TYP.)

AutoCAD SHX Text
FULL DEPTH (NOTE 3)

AutoCAD SHX Text
NOTES: 1. ADDITIONAL PAVEMENT REMOVAL - REMOVE ADDITIONAL PAVEMENT TO A PAINTED LANE STRIPE, A LIP OF GUTTER, A CURB, AN EXISTING PAVEMENT PATCH, OR AN EDGE OF THE PAVEMENT IF SUCH STREET FEATURE IS WITHIN 2' OF THE SECOND SAW CUT. 2. NEW BASE COURSE - PROVIDE BASE COURSE MATERIAL IN LIFTS NOT EXCEEDING 6" AFTER COMPACTION.  COMPACT TO A MODIFIED PROCTOR DENSITY OF 95% OR GREATER. 3. TACK COAT - PROVIDE FULL TACK COAT COVERAGE ON ALL VERTICAL SURFACES. 4. NEW ASPHALT PAVEMENT - THICKNESS SHALL EITHER BE EQUIVALENT TO EXISTING CONDITION OR MEET DETAIL RS.01, WHICHEVER IS GREATER.  COMPACT THE NEW PAVEMENT TO 96% OF LABORATORY DENSITY OR 94% OF MAXIMUM THEORETICAL DENSITY. INSTALL ASPHALT IN 2" LIFTS, MAXIMUM.
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THICKNESS (NOTE 4)
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(NOTE 2)
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(NOTE 1)
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REMOVAL
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GRAVEL
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EXISTING

AutoCAD SHX Text
GROUND

AutoCAD SHX Text
COMPACTED

AutoCAD SHX Text
24"
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AutoCAD SHX Text
AUGUST 2015

AutoCAD SHX Text
NTS

AutoCAD SHX Text
UNLESS OTHERWISE NOTED, CONSTRUCTION METHODS, MATERIAL REQUIREMENTS AND METHOD OF MEASUREMENT SHALL BE IN ACCORDANCE WITH THE LATEST EDITION OF THE MASSACHUSETTS DEPARTMENT OF TRANSPORTATION (MassDOT) STANDARD SPECIFICATIONS.  ALSO REFERENCE CURRENT MassDOT CONSTRUCTION STANDARD DETAILS.
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DEEP EXCAVATION IN ASPHALT PAVEMENT
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GREATER THAN 42" IN DEPTH
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RS.34

AutoCAD SHX Text
BINDER COURSE

AutoCAD SHX Text
WEARING COURSE

AutoCAD SHX Text
GRAVEL
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BACKFILL
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EXIST. BASE

AutoCAD SHX Text
EXIST. SUBBASE

AutoCAD SHX Text
EXIST. ASPHALT

AutoCAD SHX Text
CONCRETE

AutoCAD SHX Text
BASE COURSE (NOTE 2)

AutoCAD SHX Text
EXISTING

AutoCAD SHX Text
GROUND

AutoCAD SHX Text
COMPACTION REQUIRED

AutoCAD SHX Text
AFTER NEW BASE COURSE

AutoCAD SHX Text
IS PLACED AND COMPACTED

AutoCAD SHX Text
SCARIFY AND COMPACT THIS

AutoCAD SHX Text
AREA BEFORE INSTALLING NEW

AutoCAD SHX Text
BASE COURSE ON TOP

AutoCAD SHX Text
INITIAL CUT (TYP.)

AutoCAD SHX Text
SECOND CUT (TYP.)

AutoCAD SHX Text
FULL DEPTH (NOTE 3)

AutoCAD SHX Text
NOTES: 1. ADDITIONAL PAVEMENT REMOVAL - REMOVE ADDITIONAL PAVEMENT TO A PAINTED LANE STRIPE, A LIP OF GUTTER, A CURB, AN EXISTING PAVEMENT PATCH, OR AN EDGE OF THE PAVEMENT IF SUCH STREET FEATURE IS WITHIN 2' OF THE SECOND SAW CUT. 2. NEW BASE COURSE - PROVIDE BASE COURSE MATERIAL IN LIFTS NOT EXCEEDING 6" AFTER COMPACTION.  COMPACT TO A MODIFIED PROCTOR DENSITY OF 95% OR GREATER. 3. TACK COAT - PROVIDE FULL TACK COAT COVERAGE ON ALL VERTICAL SURFACES. 4. NEW ASPHALT PAVEMENT - THICKNESS SHALL EITHER BE EQUIVALENT TO EXISTING CONDITION OR MEET DETAIL RS.01, WHICHEVER IS GREATER.  COMPACT THE NEW PAVEMENT TO 96% OF LABORATORY DENSITY OR 94% OF MAXIMUM THEORETICAL DENSITY. INSTALL ASPHALT IN 2" LIFTS, MAXIMUM.
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AutoCAD SHX Text
A. ADD 12" COMPACTED GRAVEL BASE COURSE TO LIMITS SHOWN. B. INSTALL NOT LESS THAN A 2" COMPACTED BITUMINOUS CONCRETE BINDER TO LIMITS SHOWN. C. SEAL ALL CUT PAVEMENT JOINTS AND EDGES WITH HOT-POURED LIQUID ASPHALT. D. FINAL OVERLAY OVER THE GRINDED FULL WIDTH ROADWAY TO LIMITS SHOWN IN PLAN ABOVE.    TYPICAL 2" COMPACTED TYPE I-1 BITUMINOUS CONCRETE ROLLED CURB TO CURB WITHOUT    SURFACE BUMPS OR DEPRESSIONS AND FLUSH WITH FACE OF CURBS OR EXISTING EDGES.   E. RE-ESTABLISH ALL DISTURBED CENTERLINE AND GUTTERLINE THERMOPLASTIC MARKINGS.
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COMPACTED

AutoCAD SHX Text
BACKFILL

AutoCAD SHX Text
AUGUST 2015

AutoCAD SHX Text
NTS

AutoCAD SHX Text
UNLESS OTHERWISE NOTED, CONSTRUCTION METHODS, MATERIAL REQUIREMENTS AND METHOD OF MEASUREMENT SHALL BE IN ACCORDANCE WITH THE LATEST EDITION OF THE MASSACHUSETTS DEPARTMENT OF TRANSPORTATION (MassDOT) STANDARD SPECIFICATIONS.  ALSO REFERENCE CURRENT MassDOT CONSTRUCTION STANDARD DETAILS.
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